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Solar-Log™ Licences

Solar-Log™ Modbus TCP License for Direct Marketing

For simple and efficient communication between direct marketers and remote controllable PV
plants. The Solar-Log™ Base devices can receive reduction commands from the direct marketer and
report the current output via this interface. This means that all prerequisites for the management
bonus in Germany are met. With the Solar-Log™ Base devices, a VPN router is no longer required

for transferring data between the generating plant and the direct marketer.
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Articel number

Solar-Log™ Modbus TCP direct marketing up to 100 kWp 255935

50|a rLogTM . MOd bUSTCP d |rect m a rKEt mg up to 250 kWp .................................................. 25601 o .........
50|a rLogTM . MOd bUSTCP d |rect m a ,—ket mg up to 350 kWp .................................................. 25601 .1 ..........
50|a rLOgTM . MOd bUSTCP d |rect m a rket mg up to 500 kWp .................................................. 255935 .........
50|a rLOgTM . MOd bUSTCP d |rect m a rket mg up tm wa .................................................... 255930 .........
50|a rLogw . MOd bUSTCP d |rect m a rket mg up to 2 wa .................................................... 255931 ..........
50|a rLogw . MOd bUSTCP d |rect m a rKEt mg up to 5 wa .................................................... 255932 .........
50|a rLogw . MOd busTcp d |rect m a rket |ng up to 1o|\/|Wp .................................................. 255933 .........

Solar-Log™ Modbus TCP direct marketing up to 20 MWp 255934




Solar-Log™ Modbus TCP PM License

With some grid operators, the remote control technology connects to the Solar-Log™ Base via
the Modbus TCP feed-in powermanagement interface. Active and reactive power commands and
response signals for various measured values are sent via this digital interface. If a utility meter is

required for control purposes, a Solar-Log™ Base 2000 must be used.
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Articel number
Solar-Log™ Modbus TCP PM License 255511

Solar-Log™ PM Pro Analyser Licence

The Solar-Log™ PM Pro Analyzer can be used to comprehensively test the active and reactive power

functions of a PV system. The following tests are available:

Active power
Steps
Gradient
Reactive power
Characteristic curve
cos (PHI) Jump
PT1 recording
Direct marketing
Keep system output at 0 % - 0 % for 10 minutes.

System output 100 % - maintain 100 % for 10 minutes.

Solar-Log™ PM Pro Analyzer 257271




Solar-Log™ PM PRO licence

You can easily meet energy companies' diverse requirements for plant control systems with the
Solar-Log™ PM Pro licence. The licence includes a wide range of control modes, remote switching of
control modes, fallback functions should connected devices fail, active watchdog functionality and

the ability to generate feedback channels from the system. You can find a detailed description here.
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Articel number
Solar-Log™ PM PRO licence up to 500kWp 257201
Solar-Log™ PM PRO licence up to TMWp 257202
Solar-Log™ PM PRO licence up to 2MWp 257203

Solar-Log™ PM PRO licence >2MWp 257204



https://vde.solar-log.com

Solar-Log™ interconnection control licence*

The Solar-Log™ interconnection control licence enables your PV plant to be flexibly structured. Several

direct marketers can be mapped in one plant. Even plants with distant feed-in or measurement points

can be implemented with the help of several Solar-Logs and the associated interconnection control

licences.
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Solar-Log™ interconnection control licence 257205

*Maximum of 10 devices per Solar-Log™ interconnection licence



Solar-Log™ FTP/FTPS License

With the FTP license, the data export can be used for third-party portals. With this license,
the Solar-Log™ 300, 1200, 1900 and 2000 and the Solar-Log™ Base devices make repeated, periodi-

cal data transfers.
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Articel number

Extended FTP / FTPS transfer licence for Solar-Log™ Base 15 257019

EXte nd ed Frp/ Fr Ps transfer '| .ce nce for 50|a rLOgTM Base1 oo ............................................. 257064 .........
EXte nd ed Frp/ Fr Ps transfer '| .ce nce for 50|a rLogW Basezooo ............................................ 257065 .........
EXtended FrPtra ns fer “C ence for 50|a rLOgTM 300 .......................................................... 255653 .........
EXtended FrPtra ns fer “C ence for 50|a rLOgTM 1 200 ......................................................... 256233 .........
EXtendEd FrPtra ns fer “C ence for 50|a rLOgTM 2000 ......................................................... 256234 .........

Solar-Log™ SCB License

The software license activates data recording of different SCBs in the Solar-Log™ Base 2000, as well
as the visualization and monitoring of individual string values in the Solar-Log WEB Enerest™ portal.

Please refer to the component database for technical data on the supported SCBs.
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Articel number

SCB Software License for Solar-Log™ WEB activation 255380



https://www.solar-log.com/en/support/component-database#kdb_en

Solar-Log™ opening and extension licences

For expanding the number of components or the size of the PV plant. The opening licence is com-

patible with firmware 3.5.0 and higher.
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PV-Plant Inverter Gateway Solar-Log™ 50 10 Components
with 30 kWp

Articel number

Gateway Solar-Log™ 50 Opening License up to 30 kWp 256206
Solar-Log™ 300 Opening License up to 30 kWp 256034
Solar-Log™ 1200 Opening License up to 250 kWp 256033
Solar-Log™ Base 15 Opening License up to 30kWp 256328
Solar-Log™ Base 100 Opening License up to 250 kWp 256329

As of firmware 4.0 and above, licenses are available in the Solar-Log™ Shop.
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